  Open the enabled soft “activation”
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If you  installed the USB driver  it will display the window as (2)
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If you did not install the USB driver . it will display the window as (3) ,
[image: image3.png]A Install the PL2303 diver now!
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Please click “ok” ,then install the USB driver. When complete it ,please restar your computer.

 4)After you  restart the computer.  Please insert the USB first then  select  My Computer and click the right mouse butten.  It will display the window as (4)
                         [image: image4.png]) My Documents

2 My Pctures
3y e

open
Explrs
Search

Manage

Map Nstwork Drive.
Disconnect Network Drive.

‘Show on Deskiop
Rename

Properties




                                    ( 4)
5) click “Properties”:     [image: image5.png]Propertes.



 It will display the window as (5)
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6) click “Hardware”:[image: image7.png]Hardware



,It will display the window as (6)
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                              (6)

7)click “Device Manager”: [image: image9.png]


,Then display the window as (7)
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(8)then click [image: image11.png]% . Ports (COM & LPT)



 , it  will display the window as(8)
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9)dblclick [image: image13.png]7 Prolific USB-to-Serial Comm Port (COM4)



, it  will display the window as(9)
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10) click [image: image15.png]Port Settings



 it  will display the window as(10)
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11)click [image: image17.png]


, it  will display the window as(11)
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12) change [image: image19.png]COM Port Number:
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13)then click[image: image21.png]


,it will display the window as(13)
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14) click [image: image23.png]


 ,then you can use your postscale_u2
